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300 Series Bollard with Top
1/17/23

3/4" Thick Galvanized Plate or
5/8" Thick SS Plate

5/8" Wide X 1" Long Bolt Slots
Centered on 10" Bolt Circle
for 1/2" Galvanized Anchor Bolts

8" Bollard Outline

4" Raceway

Round concrete bollard with cast 
aluminum dome, louvers, and 
LED light.

Bollard has 8" diameter and available 
as an anchor base or direct burial 
mounting type.

LED light is available with amber 
turtle-friendly light.  If choosing an 
amber turtle-friendly light, a shield 
will block light 180° or 270° around 
the bollard, while the turtle-friendly 
light shines through the remaining 
90° or 180°.

Inquire for details on all available 
options.

3' Burial

Depth

Direct Burial               Anchor Base

Mounting 

Series+
Height
Above 
GroundType Color Options Finish Sealer

(D) Direct Burial (E) Etched (A) Acrylic
(A) Anchor Base

303
304 (W) Waterseal

(G) Anti-Gra�ti

Bollard Code

Base Plate

300 Series Bollard

Light

Street Light Poles

PO Box 157
W142 N9110 Fountain Blvd.
Menomonee Falls, WI  53052-0157
(888) 719-7599      
(262) 250-7598 fax
info@concretepoles.com
www.concretepoles.com

STRUCTURAL DETAIL

11"

Cast Aluminum Dome 
Marine Grade Finish

LED Light

Cast Aluminum
External Louvers

4" Raceway

Concrete Bollard

8" Base Diameter

(CAV6) - Cavalier 6(SG) Sky Gray (standard)
(PG) Pearl Gray
(SP) Salt & Pepper
(CN) Cinnamon
(BZ) Bronze
(CB) Charcoal Black
(MS) Midnight Sky Black
(EB) Eclipse Black
(DB) Dark Black
(SR) Sedona Red
(AR) Antique Red
(RG) Red Granite
(TC) Terra Cotta
(KG) Kelly Green
(AW) Alpine White

Double 2" x 9"
Cable Entrances

D303 EASGExample Code: CAV6


